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CSA Series

ASH series

CSA series pumps are designed, tested and approved 

Series pumps.

Standard design

3  

market leading design includes the latest technologies 

and construction materials.

Standard design

steel.

3



Q [m3

Q [m3

CSA series

impeller and independent shaft support.

CSA SERIES CERTIFIED TO EHEDG / 3A

Seals:

Single external mechanical seal

Elastomers 

2

GENERAL DIAGRAMS

rpm

2900 
rpm

Connections:



Q [m3

Q [m3

-

pendent shaft support.

inspection, cleaning and maintenance.

Seals:

Elastomers 

Connections:

ASH series

rpm

rpm

GENERAL DIAGRAMS

2



CSA OVERALL DIMENSIONS

Pumps IEC mo-
tors size: DNa DNm A B C D E F G H K K’ I J J’ L

CSA  32-145

80

80

138
372 220

298
90 172 230 378

100
139

388
330

112 190 230 378

CSA  32-175

80

80

139
373 220

298
90 173 230 378

100 388
330

112 190 230 378

CSA  32-210

80

80

139
373

110

230 398 298
90 173

100
330

112 190 230 398
132 S

177 389 370

280

CSA  32-260

90

90

207 298

100 193
330

112 200 190

132 S
211 389 370

270 703 280 793

CSA  40-145

80

80

139
373

90

220

133

298
90 173 230

100 373
330

112 190 230

CSA  40-175

80

80

220 370
298

90 230 380

100 390
330

112 190 230 380

132 S
180 389 370

737

208 280 937

CSA  40-210

80

80

399 298
90

100
330

112 190

132 S
180 389 370

737

208 280 937

CSA  40-260

90

100

217

172

298

100 203
330

112 210 190

132 S
221 389 370

702 779

280 703 280 803 978

180 279

CSA  50-145

80

80

220

139

298
90 230

100 379
330

112 190 230

132 S 180 389 370

CSA  50-175

80

80 100

230 298
90

100
330

112 190 230

132 S
180 389 370

737

208 280 937



CSA OVERALL DIMENSIONS

Pumps IEC mo-
tors size: DNa DNm A B C D E F G H K K’ I J J’ L

CSA  50-210

90

80 120

298

100
330

112 190

132 S
180 389 370

737

208 280 937

180 173 223 279 783 1072

CSA  50-260

100

90

270

179

330
112 201 190

273
228

280 970

180 188 279 788 878 1087

CSA  65-145

80

79

172 379

112 138

383

298
90 178

100
330

112 171 190

132 S
183 389 393 370

212 280

CSA  65-175

90

80

178

120 138

393

298

100
330

112 171 190

132 S
183 389 370

211 280

180 279 1073

CSA  65-210

90

90

212 298

100 198
330

112 190

231
709 280 799

180 191 279 791 881 1090

CSA  65-260

100

100

207

193

330
112 190

132 S
190 389

728
370

707 783

230
708 808 983

180 200 279 790 890 1099

CSA  80-175

100

100

231

139

330
112 220 190

132 S 231 389 370

291 280 989

180 279

CSA  80-210

100

100

210
171 330

112 217 190

132 S 229 193 389 731 370

288
233

711 811

180 203 279 793 893 1102

CSA  80-260

100

100

210
171

300 209

330
112 217 190

132 S
229 193 389

731
370

710

288 233 711 811

CSA  100-
210

132 S
111

200 389 370

180 221 279 800 911 1120

CSA  100-
260

389 727 803 370

713 828

180 220 279 910 1118
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ASH OVERALL DIMENSIONS

Pumps
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4
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kW DNa DNm A B D E F H K I J J’ L

ASH 40
1,1

2,2

183 228
139

239

238 330

ASH 50
2,2

118
238

330
190

ASH 60 139
211 190 330

390 270 372

ASH 65 139

390 270 372

280


