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(5)(4)(3)

FOREWORD
This manual contains the instructions for the C.S.F. TS series pumps with regards to acceptance of 
delivery, installation and maintenance. The information given herein is of a general nature. Specific 
information for each version is given in the respective annexes. C.S.F. Inox S.p.A. reserves the right 
to amend or modify the content of this manual without prior notice. This instruction manual contains 
the information necessary to understand and use the twin-screw pumps produced by C.S.F. Inox 
S.p.A. We recommend reading this manual and keeping it for future reference in a safe place near 
the pump itself.
When requesting information, replacement parts or assistance, always specify the pump type (*) 
and serial number (**) indicated on the identification plate, or the complete part number given in the 
purchase documentation.
C.S.F. data plate - example
1. System itam provided by the client
2. Manufacturing series, size and execution
3. Serial number
4. Year of construction
5. Pump rotation speed
6. Installed power in kW
7. Motor voltage
8. Motor frequency

1.0 - SYMBOLS

2.0 - SAFETY WARNINGS
When the pump is working the following occurs:

 - Electric parts are live
 - Mechanical parts move
 - Pump casing, piping and joints are under internal pressure. Therefore do not remove any 
safeguard or locking, do not loosen screws or clamps, as this can cause serious damage to 
persons or objects.

 - Non-observance of inspection and maintenance operations can cause damages to persons 
and objects, especially when dangerous or toxic liquids are pumped.

 - When pumping liquids at temperatures of over 60°C, adequate protection and warning 
signs are required.

 - When you buy a pump with a bare shaft, motor coupling operations must be carried out 
according to the technical standards and laws, providing adequate protections for joints, 
gear belts, etc.

Pay great attention to the text parts indicated 
by  this symbol.

Danger: drawing in, crushing or amputation 
of fingers

Danger: the non-observance of instructions 
can cause serious damages to persons and/
or objects.

Danger: injury hazard due to the presence of 
rotating parts.

Danger: only skilled personnel is allowed to 
carry out operations concerning the electric 
parts.

Danger: the fluids used in these processes can 
cause serious harm to persons and/or objects.

DANGER: drawing in, crushing or amputation 
of fingers

Danger - toxic product: the fluids used in these 
processes can cause serious harm to persons 
and/or objects.

Danger - suspended loads: exercise 
maximum caution as unsteady parts could 
fall down.

Compulsory foot and hand protection PPE: 
gloves and safety shoes 

Danger - burns risk: wear appropriate 
personal protective equipment (PPE). Compulsory respiratory tract PPE: mask
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 - Operations on the electric parts have to be carried out by skilled personnel, according to 
technical directions and law, on authorization of the responsible installer.

 - Installation must ensure an adequate ventilation, in order to cool the engine, as well as 
enough space for maintenance  operations.

 - Before carrying out any operations involving disassembly of the pump (inspection, cleaning, 
seal replacement, etc.), the following preliminary operations must be carried out:

- switch off the motor and disconnect it from the power supply;
- close the gate valves on the suction and outlet pipelines, in order to avoid the risk of 

flooding;
- use adequate protections for hands and face, if the pump contains liquids which are 

injurious to health (for example acids, solvents, etc.)
- assess whether or not the liquid which flows out of the pump during disassembly is 

hazardous and implement adequate safety measures accordingly.

The staff performing inspection, maintenance and assembly operations must be adequately 
qualified.

2.1 -  INTENDED USE
Correct use of this machine is detailed in the order confirmation. A different use or a use that 
disregards the intended use is considered incorrect. If you want to change the product, pressure, 
speed or temperature, first you need to consult our company or one of our agents.

2.2 -  DANGERS ARISING FROM THE USE OF THE MACHINE
The TS pump is built according to the state of the art, complying with mechanical safety standards 
in force. Nevertheless, its use may pose a danger to the life and limbs of the operator or third 
persons and damage the machine and other goods. The machine must only be used:
- for the purpose for which it is built
- in compliance with the safety standards.
In the event of any malfunction which might compromise safety, stop using the pump and 
carry out the necessary repairs.

2.3 -  ACCIDENT PROTECTION MEASURES

Rotors inside the pump: 
Danger of crushing or amputation of fingers and hands. 

Mechanical seals inspection windows: 
Danger of dragging, crushing or amputation of fingers and hands.

The pump has guards protecting the side openings indicated (pos. 50)
It is forbidden to use the pump without said guards.
The suction and delivery ports must be connected to the relative piping 
before each start-up and protection against inadvertent motor start-up 
must be guaranteed.
The Customer must safeguard the pump to prevent people from being 
able to put their hands/fingers through the openings while the rotors 
are moving.
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2.4 -  EXPLOSIVE ATMOSPHERES
Follow the indications on explosion protection given in this section in case of operation in 
potentially explosive atmospheres.

Only the pumps marked according to the ATEX directive and identified in such way in the 
list may be used in potentially explosive atmospheres. 
Special conditions apply to the use of pumps according to the 2014/34/EU (ATEX) directive. 
Use in explosive atmospheres is guaranteed only if the pump is used according to its 
intended use (see par. 2.1).

MARKING
The marking on the pump only refers to the pump itself.
The coupling to the drive shaft needs a proper CE marking by the manufacturer.
The motor must be taken into account separately.

TEMPERATURE LIMITS
Under normal operating conditions, maximum temperatures are expected on the external surface 
of the bearings housing, however, if the handled fluids are transiting at high temperatures, the 
external surfaces of the pumping components may reach even higher temperatures.

Make sure the temperature of the fluid handled by the pump does not change abruptly. If 
this is inevitable, stop the pump for enough time (see par.18.1 on page 40).

If the pump is supplied with a bare shaft, when selecting the coupling motor it is necessary to 
consider the following conditions:
- The temperature limit allowed to the flange and drive shaft must be higher than the temperature 

generated by the pump;
- Contact C.S.F. for the actual temperatures of the pump.

3.0 - GUARANTEE
All products manufactured by C.S.F. Inox S.p.A. are guaranteed to the purchaser, for one year from 
the date of purchase, against hidden defects in materials or manufacture, providing that they are 
installed and used according to instructions and recommendations of the manufacturer.
The guarantee does not cover wear parts or repairs for damage caused by improper use, abrasion, 
corrosion, negligence, defective installation, non-observance of inspection and maintenance 
operations, use of non-genuine spare parts, accidents or any work carried out by the purchaser 
designed to alter the machine's performance as indicated by the  manufacturer.

Before returning to C.S.F. Inox S.p.A. any item to be substituted or repaired under guarantee, 
inform the Customer Assistance Office of the problem and follow the instructions given. 
Returned items must be properly packed in order to avoid damages during transport and 
a technical report describing the defect and how it manifested itself must accompany the 
returned item/s.

Any item presumed to be defective must be returned to C.S.F. Inox S.p.A., accompanied by a 
Declaration of Decontamination (attached to page 42), at the customer's expense, unless otherwise 
agreed. C.S.F. Inox S.p.A. will examine, repair and/or replace the returned piece and then send it 
back to the purchaser, ex-works. If the piece is still under warranty, no further costs will be charged to 
the purchaser.
If, on the contrary, no faults covered by the warranty are found, all necessary repairs and 
replacements will be charged at the normal cost to the purchaser.
Commercial parts incorporated in C.S.F. products are guaranteed by their corresponding 
manufacturers.
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4.0 - TRANSPORT, DELIVERY, STORAGE AND HANDLING

4.1 -  TRANSPORTATION
The packings of all pumps manufactured by C.S.F. Inox S.p.A. are defined when placing the 
order. Unless prior arrangements are made, goods will be packed only for transit conditions and 
not for long-term storage; in case it should be necessary to store the pumps outside, you are 
requested to cover the pumps appropriately in order to protect the electrical parts (motor) from 
rain, dust, humidity etc.

4.2 -  ACCEPTANCE

On delivery of the supply it is essential to make sure that the packaging has not been 
damaged during transport so that any claims can be made immediately to the carrier. 
Should any damage be ascertained, the following procedure must be observed:

- Accept the goods with reservation;
- Take photographic evidence of the damage;
- Notify the carrier of the damage sustained via registered mail with the photographic evidence 

attached.

4.3 -  STORAGE
Should you wish to put the machine into storage for periods of inactivity, it is advisable to place it 
in a covered area protected from the weather where the temperature is between (-5°C ÷ 40°C).

4.4 -  SITE PREPARATION
It is the user's responsibility to:
- Prepare the installation sites as prescribed by local legislation governing health and safety in the 

workplace.
- Make sure the electrical power supply is compliant with the legislation in force and 
possesses an efficient earthing system. 

LIGHTING
The machine installation site must have adequate natural and/or artificial lighting in compliance 
with the legislation in force in the country of installation.
Lighting must be uniform, guarantee good visibility in every part of the machine and must not 
create hazardous reflections. It must also be such that commands on the control panels and 
emergency stop buttons can be clearly seen (with pumps equipped with electric panel).

FLOORING
Flooring must be of industrial standard, smooth and even. For pumps with bearings housing, after 
securing the base to the floor, correct alignment of the joints must be checked.

4.5 -  TRANSFERRING

Carry the packed pumps as close as possible to the place of installation by means of 
appropriate lifting devices and unpack them. During this operation take care, as unsteady 
parts could fall down. 
Packing materials must be disposed of in accordance with the relative regulations in 
force in the country of installation (see Chapter 19.1, page 43). 
After unpacking, use suitably sized hoisting belts to lift and move the pump-motor assembly 
to the place of installation* (see fig.A); NEVER use the eye bolts on the motor to move the 
whole assembly as these are suitable for moving the motor only. .
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N.B.: if the pump is sold coupled to the motor, it CANNOT be moved without the 
base.

In versions complete with shroud, take the shroud off before moving the pump-motor-set, in 
order to avoid damages. 
Pumps which have a base must be handled using eye bolts screwed into the holes which 
are ultimately used to secure the assembly to the floor (see fig B).

When lifting machinery the barycentre MUST always be in line with the lifting point. 

*N.B.: check the weight of the machine indicated on the data sheet attached to the 
instructions.

Observe all local health & safety regulations in force.

Fig. A Fig. B

5.0 - RETURNS
- Empty the pump correctly
- Wash and thoroughly clean the pump, especially in the case of harmful or explosive liquids
- Thoroughly dry the pump
- A duly compiled declaration of decontamination must accompany the pump (see page 42).

6.0 - DESCRIPTION

6.1 -  MACHINE OVERVIEW
Twin-screw displacement pumps are machines with two counter-rotating shafts, synchronized by 
a gear placed outside the pumping chamber.
The two shafts support as many rotors, which engaging, rotate inside a gauged stator and 
transfer fluid volumes from the suction chamber to the delivery chamber.
Therefore, the main elements that determine operation of a twin-screw pump are the rotors and 
stator chamber.
The rotors are single- or double-thread start stainless steel screws with optimized side profiles to 
minimize backflow during rotation.
The stator chamber consists of a cylinder shaped according to the form given by coupling of the 
rotors.
If rotation is reversed, suction and delivery are also reversed.
All models have threaded connections for DIN 11851 standard fittings (unless otherwise re-
quested) and all models are fitted with mechanical seals. The materials used for the components 
and the mechanical seal are chosen based on the liquid to be pumped. They are fitted with three-
phase electric motors, IP 55 protection rating, unless otherwise  specified.
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6.2 -  TECHNICAL DESCRIPTION OF THE MACHINE

POS. Description POS. Description

1 Suction port 9 Drive shaft
2 Suction chamber 10 Oil top-up cap
3 Rotor chamber 11 Vent plug
4 Outlet Casing 12 Oil drain plug
5 Delivery port 14 Joint cover
6 Pump support 15 Coupling joint
7 Rear box 16 Motor
8 Foot 17 Base

6.3 -  TECHNICAL DATA
- Maximum suction pressure: 16 bar
- Maximum differential pressure: contact C.S.F. Inox S.p.A.
- Temperature range: -10°C to 130°C (from 100°C up to 130° C with increased clearance) 
The operating temperature range is determined by the type of mechanical seal and the material 
of the elastomers used.

If there is any need to use the pump with different performance data and product 
characteristics to those indicated at the time of ordering, contact C.S.F. Inox S.p.A. to make 
sure the pump is suitable for your requirements.
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6.4 -  WEIGHTS

TABLE OF WEIGHTS FOR TS BARE-SHAFT PUMPS

7.0 - NON-PERMITTED USES
Any other use that differs from the one stated in the paragraph 2.1 (page 7) is considered improper. 
For example:
- Pumping of acids or abrasive liquids, unless otherwise approved by our company;
- Pumping of gas or gaseous substances;
- Closing the outlet valve;
- Reversing the flow, unless otherwise approved by our company;
- Dry start;
The pump must always be used in an environment appropriate to the level of protection of the motor. 
Always check this on the motor plate before installation.

THE PUMP MAY NOT BE USED IN ENVIRONMENTS WHICH REQUIRE A HIGHER LEVEL 
OF PROTECTION OR A HIGHER SPECIFICATION MOTOR OR ELECTRICAL PARTS.

Components complying with the safety standards for the environment in question must be used.

8.0 - APPLICATIONS
Twin-screw displacement pumps are mainly used for viscous (up to a maximum of 1,000,000 
centipoise) delicate,  abrasive process fluids or fluids containing suspended solid particles). They 
can also be used for Cleaning/Sterilizing in Place operations. They are mainly used in the food and 
beverage industries, pharmaceutical industry, chemical, textile, ceramic and in water purification and 
treatment plants.  However, this technology has its origin in the oil sector, because the operation 
principle is particularly suitable also for the pumping of biphasic fluids.
The features of this type of pump are the virtually absence of pulsations and the smooth flow, for 
which fluid maintains its own rheological properties.
Indeed, due to the constant quantity of conveyed fluid and to the screws’ geometry, the fluid is 
neither centrifuged nor mistreated, keeping its own organoleptic properties intact as well.

Note: For the field of application of the pump in your possession, please refer to the technical 
sheet.

Pump size Weight [kg]
TS 65  ≈ 52
TS 80 ≈ 97
TS 100 ≈ 230
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9.0 - INSTALLATION
TS pumps are self-draining from the axial port if installed horizontally, as described in this chapter.
Place the pump on a flat surface.

To avoid the risk of coming into contact with moving parts, never start the pump without the 
guards installed. 
The entire machine must be protected from any static charge. 
The connection between the drive shaft and the pump shaft must be protected from contact 
hazards.

There must be enough space around the pump to allow for maintenance operations. 
Make sure that the motor is well ventilated. 
Align the pump shaft with the transmission shaft.

The size of the foundations must be able to support the weight of the pump. 
If he pump is to be used in environments at risk of explosion, it will be necessary to use a 
motor with adequate protection against explosions.

9.1 -  MOTOR TRANSMISSION COUPLINGS
Drive for independently mounted is transmitted via flexible couplings designed to absorb impact 
and torsional vibration. These couplings compensate for both angular and radial misalignment 
and can sustain variations in load and rotation inversion.
The couplings are sized in compliance with DIN 740/2 standards.A coupling is sized so that the 
maximum moment transmitted by the coupling in different operating conditions is less than the 
maximum permissible strain for the coupling itself. Transmission couplings with ATEX marking are 
available for machines for use in potentially explosive environments. Pumps supplied complete 
with motor and base are delivered already aligned during assembly. The baseplate may be 
warped, however, if fixed to an uneven surface. 
Precision alignment of the pump-drive unit is essential for correct operation, Consequently, once 
secured in place, it is advisable to check pump-motor coupling alignment one more time.

RADIAL MISALIGNMENT                   ANGULAR MISALIGNMENT



14

9.2 -  CHANGING THE DIRECTION OF ROTATION

TS pumps have been designed to transfer the fluid in the direction 
stated in the image aside, unless otherwise stated in the attached 
list by C.S.F.

Subject to authorization, it is possible to reverse the fluid movement 
changing the direction of rotation of the motor. Such operation is allowed 
for short periods at reduced differential pressures.
For more information, please contact C.S.F. via the contact details in the 
end of this manual.

9.3 -  SUCTION AND INFLOW CONDITIONS
NPIPA (Net Positive Inlet Pressure Available)
NPIPA is the average pressure value (in meters of water column) measured near the pump's 
suction port during operation, net of steam pressure. This parameter indicates the quantity 
of pressure energy available to feed the rotors of the twin screw pump and depends on the 
geometrical characteristics of the system in suction, as well as the operating conditions 
(temperature, flow rate, characteristics of the fluid...)
NPIPR (Net Positive inlet Pressure Required) 
Twin-screw pumps can only operate correctly as long as steam does not form on the inside. 
NPIPR is an experimental parameter characteristic to each individual pump and represents the 
necessary suction pressure energy needed to correctly feed the pump. This value varies with 
pump speed and the viscosity of the liquid being pumped.
To guarantee correct operation of the machine, the following condition must be verified:
NPIPA > NPIPR + 0.5m

9.4 -  PIPING
Before connection clean the piping and remove foreign bodies (e.g. welding residues).
Place flexible spacers (compensators) between the pump and the piping as this inhibits 
propagation of vibrations from the pump and stops any forces and torque generated by the piping 
from acting on the pump connections.

The delivery line must point upwards, so that any residual liquid can always flow back into the 
pump. This helps to prevent dry operation of the pump and facilitates the following suction 
process.
The operator must make sure that the pump observes the pressure level stipulated in the order 
and indicated on the technical data sheet.
TS pumps usually run with such a low resonant frequency that no corresponding damage is 
caused. However, particularly when running with converters, certain frequencies can cause 
interfering vibrations, which must be avoided.
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It is important during initial commissioning to ascertain whether such vibrations exist and to 
define them accordingly, so that the frequency converter can then be programmed to avoid these 
frequencies. Similarly, cavitation resonance caused by rigid piping must be avoided.

9.5 -  ELECTRICAL CONNECTION

Electrical connection must be performed only after the plumbing connection has been 
completed in compliance with the technical standards and regulations in force (EN 60204-
1). 
Provide a manual power supply cut-off device with an adequate current breaking power 
and overcurrent  and overload protection (e.g. fuses, automatic switches, etc.). If necessary 
provide for a proper device to avoid spontaneous restarting. 
Check that voltage, network frequency and number of phases conform to the technical 
features shown on the electric motor. The safety level of all components used for electric 
connection (cables, cable presses, switches and protections) must conform to the 
environment where the unit is installed; further, it is important to use electric cables of 
suitable section corresponding to the current values indicated on the motor plate, in order 
to avoid the overheating of the electrical conductors. 
Before doing anything else, make the motor's earth connection, using the terminal on the 
motor and a cable of sufficient cross-section. 
The cable connection to the terminal box can both be star or delta connection, according 
to the values indicated on the motor plate and to the network voltage shown below in 
the following picture; the clamps must be clean and carefully tightened; do not force the 
clamps. 
When starting the motor, current absorption raises (5-6 times the nominal value) for a very 
short period; if the network cannot bear this absorption increase, we advise to use star or 
delta starters or other systems (for example auto-transformer).

Lower voltage Higher voltage

C.S.F. Inox S.p.A. will accept no responsibility for damage to property and/or injury to persons 
caused by failure to comply with the technical standards and regulations in force.
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10.0 - OPERATION
The twin-screw pumps do not pressurize the fluid being handled, they simply transfer it from the 
suction chamber to the delivery piping. Depending on the model of the pump used, differential 
pressures up to 18 bar can be achieved.
The maximum static pressure to which the pump may be subjected varies depending on set-up. For 
further detail, please contact C.S.F.

10.1 -  PRELIMINARY OPERATIONS
- Check that the pump turns in the direction indicated.
- The suction pipe and the pump must be filled with liquid. There are two possible  cases:
a) When the pump is to operate with a negative suction head, it must be primed by filling the 

piping with liquid.
b) When the pump is to operate below the level of the suction liquid, i.e. with a positive head, the  

suction and delivery valves must be opened until the pressure gauge on pump outlet shows a 
pressure corresponding to the positive suction head.

Dry operation of the pump is ONLY allowed if flushing of the mechanical seals is 
guaranteed. If the sealing chamber is to be flushed, open the cooling water supply and 
adjust the flow. Ensure the suction and outlet valves are completely open.

The twin-screw pump is a displacement pump and, therefore, must never operate with a 
closed valve on the outlet piping.

The twin-screw pump is a displacement pump that can produce a theoretically infinite pressure. 
If the outlet pipe is closed, the pressure generated by the pump may achieve values higher than 
those allowed by the system.
It is advisable to install adequate safety devices on the system, such as pressure switches or 
by-passes.
Start the pump and check once again that it rotates in the right direction.

CHECKS PRIOR TO START-UP
If cleaning or repairs have been performed or if the first start-up is about to be carried out, ensure 
all the screws are correctly and completely tightened before starting the pump.
In case of pumps for hazardous fluids, comply with the indications provided for such materials.
The customer must ensure that the pump is installed in the right position and with all the 
necessary safety devices (sensors, switches, pressure gauges, etc.).

The pump must always be filled with product before being turned on and the liquid 
level must be above the rotor centre line during operation (see figure).
Pump filling must be performed outside the inflammable area.
Before start-up, make sure all the valves are open. The pump will not be able to 
pump to a closed valve without an overpressure valve.
If the pump leaks, suspend the ongoing operation as soon as possible to replace 
the damaged gaskets.

10.2 -  STARTING
- Perform the preliminary operations and make sure the suction and delivery valves are fully 

open.
- Start the pump and check once again that it rotates in the right direction.

OPERATING CHECKS
- Do not operate without liquid and avoid prolonged operation with the delivery valve closed.
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- Check that the suction liquid level is always sufficient to guarantee an adequate energy load for 
normal operation of the  pump.

- Mechanical seals: check that there are no leaks along  the shaft.

10.3 -  PROLONGED STOP 
When stopping the pump for a prolonged period of time, empty the pump completely and wash 
it accurately in order to avoid the formation of deposits and/or encrustations. When starting the 
pump again, please follow the above-mentioned instructions.

10.4 -  CLEANING THE PUMP
Handle substances and materials correctly, especially:
- When working on lubricating systems
- When cleaning with solvents
In order to guarantee maximum life expectancy of the seals and pump itself, before periods of 
non-use always wash the pump if it has been used to handle products which tend to solidify or 
crystallize. It is the user's responsibility to ensure that the washing liquids are compatible with the 
process liquid and the pump.
For correct cleaning of the pump, please see the washing procedures described in heading 18 on 
page 39.

10.5 -  FAULTS
In the case of operating faults switch off the machine and secure it against unauthorized or 
inadvertent start-up.
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11.0 - OPERATING IRREGULARITIES
Some of the possible operating irregularities which may occur during use of the pumps are indicated 
below with a table to help identify possible causes and relative solutions.
Problem:

Possible causes and necessary operations to solve them:
1) The pump is not properly primed.
    - Repeat priming operations.
2) Air entering from suction connections.
    - Check the tightness
3) Air entering from the mechanical seal.
    - Replace the mechanical seal.
4) Obstructions present along suction pipes or valves closed along piping.
    - Verify and remove all foreign matter from pipes and check  
      valve status (if closed, open them).
5) NPSH available in the plant is lower than NPSH needed by the pump.
    - Reduce the friction loss.
6) Defective operation of the standing valve (not flooded pumps)
    - Restore the proper operation of the valve or replace it with one in good condition.
7) Plant friction losses higher than pump performances.
    - Reduce friction losses or replace the pump with a more suitable one for
      requested performances.
8) Opposite direction of rotation or too low speed.
    - Restore the correct direction of rotation; increase the motor speed.
9) The rotors are clogged by foreign matter
    - Remove foreign matter from the impeller.
10) Worn mechanical seals.
      Replace worn parts.
11) Worn or partially clogged rotors.
      - Replace the rotors or remove foreign matter.
12) Product viscosity higher than specified.
      - Verify the pump size and configuration.
13) Presence of too much gas in the fluid.
      - Fit an air relief valve.
14) Plant friction losses lower than foreseen.
      - Increase friction losses or adjust the pump at a higher working point.
15) Fluid specific gravity higher than foreseen.
      - Increase the installed motor power.
16) Pumped fluid too viscous.
      - Verify the pump size.
17) Higher pump delivery during operation due to
      plant friction losses lower than foreseen.
      - Adjust the pump at a lower working point or increase the plant friction losses.
18) Rotation speed too high (when pump is controlled by an inverter).
      - Reduce the velocity.

A) The pump does not run
B) Insufficient flow rate
C) The pressure is not sufficient
D) The pump stops priming
E) Power absorption too high

F) Leaks from mechanical seal
G) Short life of the mechanical seal
H) Failure of the mechanical seals
I) Anomalous vibrations and/or noise
J) Short life of bearings
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19) Internal frictions caused by slipping between rotating and fixed parts.
     - Restore normal assembly conditions.
     - Check that the working differential pressure corresponds to the design pressure.
20) Misalignment of pump-motor or deformed shaft.

- Restore correct pump-motor alignment or contact C.S.F. Inox S.p.A. to request shaft 
replacement.

21) Damaged pump or motor bearings.
       - Contact C.S.F. Inox S.p.A.
22) Incorrect electric connection.
      - Modify the electric connection by strictly following ratings written on the motor plate according 
to the 
        available voltage.
23) Voltage not suitable for the installed motor.
      - Replace the motor with one having a suitable voltage.
24) Mechanical seal worn.
      - Replace the mechanical seal.
25) Pump fluid or temperature not suitable for the assembled mechanical seal or its parts.
      - Verify the mechanical seal selection.
26) Non-cleaning when using fluids which tend to crystallize.
      - Increase washing cycles and don’t leave the product inside the pump for a long time.
27) Misassembly of the mechanical seal.
      - Assemble the mechanical seal again with attention.
28) Opposite rotation direction for non-reversible mechanical seals.
      - Restore the correct direction of rotation.
29) Flushing non sufficient for flushed seals.
      - Increase the flushing fluid (see par.  12.0 Mechanical seals, page 21).
30) Dry operation of the pump.
      - Set up proper dry-running protection (e.g. flow switch) to
        stop this from recurring.
31) Oscillations on the shaft due to a too high assembly allowance, worn bearings, etc.
      - Restore normal assembly conditions by replacing the worn pieces.
32) Suspended solid parts in the fluid.
      - Verify the mechanical seal and pump selection.
33) Too high temperature or thermal shock.
      - Gradually increase the temperature of the fluid, avoiding sudden massive temperature changes. 
        avoid dry operation of the pump.
34) Out-of-balance of the rotors.
      - Replace the rotors.
35) The pump runs at a low flow rate.
      - Adjust the pump at a higher working point.
36) The pump runs at a high flow rate.
      - Adjust the pump at a lower working point.
37) Pump and/or pipes are not properly anchored.
      Verify and adjust anchorage of the involved parts.
38) Bearings not lubricated.
      - Replace bearings and restore their proper lubrication, which must be topped up 
        from time to time according to work conditions (see heading 17.0 - Lubrication, page 39).
39) Water seepage due to worn oil retainers.
      - Replace worn parts.
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12.0 - SEALS
The mechanical seal is a device designed to retain the fluid so that it does not get out of the pump. 
It consists of two sliding surfaces, one rotating in relation to the other, kept in axial contact by the 
pressure generated by the fluid (hydraulic force) and by the presence of components, such as 
springs or bellows (mechanical force).
The mechanical seal is usually cooled by the retaining fluid. 
The materials used are selected according to the properties of the fluid used, under the conditions of 
use at which the seal is installed and for the required performance. The seals installed on twin-screw 
pumps are reversible.

Before using the pump for any liquids other than those specified when selecting and ordering, 
ensure that mechanical seals and gaskets are suitable for the new product.

12.1 -  SINGLE MECHANICAL SEALS, EXECUT. "T"

Pos. Component
1 Rotary gasket
2 Rotary ring
3 Fixed ring
4 Frame
5 Guide ring
6 Spring
7 Internal retaining ring

12.2 -  DOUBLE FLUSHED MECHANICAL SEAL, “Q”

Pos. Component
1 Rotary gasket
2 Rotary ring
3 Fixed ring
4 Frame
5 Guide ring
6 Spring
7 Fixed ring
8 Rotary ring
9 Centering spacer
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"Q" Exec. mechanical seal auxiliary flushing
- Maximum pressure of the flushing system:  5 bar
- Minimum flow rate of the flushing system:  0.5 l/min
For applications with high sanitary requirements, we recommend using a non-pressurized system 
to avoid the contamination of the product in case of pressure drops.
Should it be necessary to maintain the flushing liquid at a pressure higher than the process fluid, 
said overpressure must not exceed 5 bar.

Connections to the seals flushing circuit must be made as shown in 
the figure, guaranteeing flow on both sides of the mechanical seals,

Operation checks:
Verify flushing of the mechanical seal.
Verify the absence of leaks from the auxiliary service connections of the seals (if present).
Check that the temperature of the flushing liquid in mechanical seal outlet does not exceed 45°C.
The condensed steam must not drop below 90°C.
EHEDG specifications recommend the installation of a valve and pipe for draining off the liquid 
used for  mechanical seal flushing.

Flushing liquid reqUIREMENTS
The flushing liquid must be compatible with the liquid being pumped.
It is advisable to use one of the following liquids.
- Water with electrical conductivity of 100 —  800 µs/cm
- Water and glycol mixture
- Glycerine
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13.0 - PUMP DISASSEMBLY

Electricity 
Electrical shock hazard. 
- Electrical connection/disconnection operations on the pump must be performed by qualified 
personnel only.

Improper maintenance 
Injury hazard. 
- Only qualified maintenance technicians are authorized to perform maintenance operations.

Automatic start-up 
Injury hazard due to the presence of rotating parts. 
- Before performing any maintenance operations, disconnect the machine from the power 
socket and ensure that it cannot start accidentally.

Hot surface 
Burning hazard. 
- Detect the temperature of the product. 
- Allow the pump to cool down. 
- Wear the designated personal protective equipment (PPE).

Dangerous fluids 
Health risk. 
- Avoid contact with skin. 
- Follow the safety instructions of the fluid manufacturer. 
- Wear the designated personal protective equipment (PPE).

Improper maintenance 
Damaging the pump. 
Before performing such operations, disconnect the electrical motor from the power grid, 
remove the pipes that connect the pump to the system, uncouple the pump from the coupling 
joint and position it on a flat surface. Moreover, the pump must be washed internally. 
- Use only original C.S.F. spare parts. 
- Changes to the pump’s components must be approved by C.S.F. 
- Carefully clean the pump and provide the safety sheet of the fluid. 
- Remove dirt on the inner parts of the pump.

Below are the steps to follow in order to disassemble the twin-screw pump completely.
Before performing such operations, disconnect the electrical motor from the power grid, remove the 
pipes that connect the pump to the system, uncouple the pump from the coupling joint and position it 
on a flat surface.
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13.1 -   DISASSEMBLY - SINGLE MECHANICAL SEALS EXECUT.
1- REMOVAL OF THE ROTOR CHAMBER AND SUCTION PORT: 

Unscrew the 4 fastening nuts (39) and screws (41) with relative washers (40) which hold the 
suction port (1) onto the rotor chamber (2). Remove the suction port (1) and relative gasket 
(10). Remove the 2 centering pins (21). 
Unscrew the 4 fixing screws (38) and washers (40) in order to separate the rotor chamber (2) 
from the pump casing (3). 
Remove the two centring pins (21) and check the clearance between the sides of the rotors.

2- REMOVAL OF THE ROTORS: 
Block the rotors (8) and (9) with a soft wedge, slacken and remove the fixing nuts (6) on the 
rotors (8), (9), the studs (36) and relative O-rings (7). Mark the reciprocal position between 
each rotor and shaft if you intend to reassemble the pumping section without removing the rear 
box. Pull out the rotors (8), (9), remove the front rotary part of the mechanical seals (12.1) and 
remove the gasket (10) from its seat in the pump casing (3).
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3- REMOVAL OF THE OUTLET CASING: 
Unscrew the 4 fixing screws and washers (18) which fasten the pump casing (3) to the 
bearings housing (4). Extract the pump casing (3) and the 2 centring pins (21). 
Remove the fixed parts of the mechanical seals (12.2) from the pump casing (3) by acting on 
the 6 fixing screws (12.3) and on the 4 extraction holes in the seals flange. 
Unscrew the screws (51) to remove the guards (50) from the pump casing (3).

4- REMOVAL OF THE REAR BOX: 
Loosen the vent plug (34) on the rear box (5) and remove the lubricating oil inside the pump 
by unscrewing the drain plug (32). Take off the gasket (35); unscrew the level gauge (33) with 
relative gasket (35). Unscrew the 4 fixing screws (18) which fasten the rear box to the bearings 
housing (4), remove the washers (18), remove the box (5) and the gasket (20) from the seat 
on the housing (4). 
Remove the 2 centring pins (21) from the bearings housing (4), the key (47) and lip seal (28) 
from the motor shaft (42).
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5- REMOVAL OF SYNCHRONIZATION COMPONENTS: 
Unscrew the 2 locking ring nuts (27), slacken the 6 synchronization adjuster screws (31) with 
relative washers (29-30) and remove the gear wheel (24) from the motor shaft (42). 
Remove the bush (25) and driven gear wheel (26) assembly from the shaft (11) and the fixing 
screws (31) with relative washers (29),(30); unscrew the latter to separate them from the bush 
(25). 
Remove the coupling keys (43) of the gear wheels, pull off the spacers (44) and remove the oil 
top-up cap (32) with relative gasket (35).

6- BEARING COVER EXTRACTION: 
Unscrew and remove the fixing screws (22)  from the bearing covers (19) with relative washers 
(23) in order to be able to remove the bearing covers (19) and extract the radial seal rings (45) 
from the support (4).
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7- SHAFT REMOVAL: 
Extract the complete rotary shafts (11 - 42) from the rear section of the bearings housing (4); 
remove the feet (55) by unscrewing the relative screws (54).

8- SHAFT DISASSEMBLY:  
Extract the external rings of the two front roller bearings (14) and extract the external spacers 
(16). Extract the set of 3 rear ball bearings (17), remove the circlips (15) and extract the 
internal front roller bearing rings (14). 
A vertical press is needed to remove the bearings.
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13.2 -  DISASSEMBLY - DOUBLE FLUSHED MECHANICAL SEAL
1- ROTOR CHAMBER REMOVAL: 

Perform steps 1 - 2 as described in the previous heading 13.1.

2- REMOVAL OF THE OUTLET CASING: 
Unscrew the 4 fixing screws and washers (18) which fasten the pump casing (3) to the 
bearings housing (4). Extract the pump casing (3) and the 2 centring pins (21). 
Remove the fixed parts of the mechanical seals (12.2) from the pump casing (3), by acting on 
the 6 fixing screws (12.3) and on the 4 extraction holes on the seal flange, then extract the rear 
rotary parts (12.4) of the mechanical seals and relative grub screws (12,5). 
Unscrew the screws (51) and take the guards (50) and flushing pipes (37) off the pump casing 
(3).

3- REMOVAL OF REAR BOX, GEARS AND BEARING COVERS, SHAFT REMOVAL AND 
DISASSEMBLY: 
Perform steps 4, 5, 6, 7 and 8 as described in the previous heading 13.1.

For further technical details on how to disassemble the various pump components, please contact 
the C.S.F. technical assistance service.
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14.0 - PUMP ASSEMBLY

14.1 -  ASSEMBLY - SINGLE MECHANICAL SEAL EXECUTION
After accurately checking the condition of the shafts and bearings, proceed with assembly as 
described below.
1- SHAFT ASSEMBLY: 

Insert the internal rings of the front bearings (14) on the drive and driven shafts (42), (11), 
driving them home. Insert the circlips (15) in their seats and complete assembly of the front 
bearings by positioning the relative external rings (14). 
Insert the external spacers (16) and install the set of rear bearings (17). 
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Assembly of the internal rings of the front and rear bearings (14), (17) must be performed by 
heating up the components to a maximum temperature of 110°C. 
Assemble the set of rear bearings (17) by positioning one bearing at a time, in accordance with 
the following indications depending on the pump configuration:

Positioning of the rear bearings
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2- SHAFT INSERTION AND FEET ASSEMBLY: 
Install the feet (55) by screwing in the relative screws (54) and insert the complete rotary shafts 
(11-42) from the rear of the bearings housing (4).

3- FITTING THE BEARING COVERS: 
Fit the radial seal rings (45) on the front of the bearings housing (4) and insert the shafts 
assembled in the previous point, from the rear of the bearings support (4), pushing them all the 
way home. 
Fit the bearing covers (19), securing them in place with the 6 screws (29) and washers (22).
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4- INSERTION OF THE SYNCHRONIZATION COMPONENTS: 
Insert the spacers (44), pushing them all the way home, and position the bush (25) in the 
driven gear wheel (26), inserting the fixing screws (31) and relative washers (29)(30), without 
tightening them. Splice the drive gear wheel (24) and the bush (25) and driven wheel (26) unit, 
assembled in the previous step, on the drive and driven shafts (42), (11) using the keys (43). 
Axially block the assembled components by tightening the self-locking ring nuts (27).

5- ASSEMBLY OF THE MECHANICAL SEALS AND PUMP CASING: 
Insert the fixed parts of the seals (12.2) in the rear part of the pump casing (3), securing them 
in place with the 6 fixing screws (12.3). Install the guards (5) on the casing (3), securing them 
in place with the 2 screws (51). 
Fit the unit assembled in the previous step on the bearings housing, centring it with the relative 
pins (21) and tightening the screws with relative washers (18).
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6- INSERTION OF THE ROTORS: 
Fit the gasket (10) in its seat on the pump casing (3) and insert the internal rotary parts of 
the mechanical seal (12.1) on the drive and driven shafts (42), (11), pushing them all the way 
home. 
Install both rotors (8)(9) simultaneously on their respective shafts, coupling them using the 
grooved profile at the end of the shafts. 
Fit the gaskets (7) and studs (36) to the locking nuts of the rotors (6) and screw the unit 
assembled in the previous step to the drive and driven shafts by tightening the 2 lock nuts (6).

7- SYNCHRONIZATION OF THE ROTORS: 
Place a soft wedge between the gear wheels to block the gear (A), turn the shafts so that the 6 
synchronization screws (31) are positioned at the centre of the 6 slots (E).  
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Tighten the 6 synchronization screws (31) with the tightening torque indicated in the following 
table:

8- ASSEMBLY OF THE ROTOR CHAMBER AND SUCTION PORT: 
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TS 65 TS 80 TS 100
Screw Torque [Nm] Screw Torque [Nm] Screw Torque [Nm]

Suction chamber  - 
Rotor chamber M10 44 M12 80 M16 110

Rotor chamber -  
Pump casing M10 44 M12 80 M16 110

Blocking of the rotors M12
(WAF 30) 80 M12

(WAF 30) 80 M16
(WAF 32) 80

Pump casing -
Bearings housing M8 20 M10 44 M16 110

Bearings housing -
Gear guard M8 20 M10 44 M16 110

Synchronization screws M6 15 M8 20 M10 50

Bearing covers M6 15 M8 20 M10 50

Mechanical seal screws M6 15 M6 15 M8 20

During the following steps, the pump could lose its balance and fall forward: hold it in 
place! 
Insert the 2 centring pins (21) and check the clearance between the sides of the rotors. 
Centre using the pins and secure the rotor chamber (2) to the pump casing (3) by 
tightening the 4 fixing screws (38) and washers (40). 
Insert the 2 centring pins (21) and the gasket (10) in the seat on the suction port (1); 
centre using the pins and secure the port to the rotor chamber (2) by tightening the 4 
fixing nuts (39) on the screws (41) and relative washers (40). 

Check that the clearances between the rotors and the chamber meet the values 
provided in the table below:

Configuration Top clearance Side clearance Bottom clearance
TS 65/80/100 A... 0.1 mm 0.2 mm 0.3 mm
TS 65/80/100 B... 0.3 mm 0.2 mm 0.1 mm
TS 65/80/100 C... 0.3 mm 0.2 mm 0.1 mm
TS 65/80/100 D... 0.1 mm 0.2 mm 0.3 mm
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9- PUMP CLOSURE: 

During the following steps, the pump could lose its balance and fall forward: hold it in 
place! 

Push the lip seal (28) onto the driven shaft (42), pushing it up against the gear wheel and the 
centring pins (21) in the seat on the rear box (5). 
Fit the gasket (20) and the rear box (5) on the bearings housing (4), securing them in place with 
the 4 screws and relative washers (18). Insert the oil drain plug (32) and the oil level screw (33) 
with relative aluminium gaskets (35). 
Close the vent hole on the top of the box (5) using the plug (34) with seal (35) and the cap (32) 
with gasket (35) on the top of the bearings housing (4). 

Pump assembly is completed by pouring in the lubricant oil (for further information see 
Chapter 17.0 - Lubrication, on page 39).
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14.2 -  ASSEMBLY - DOUBLE FLUSHED MECHANICAL SEAL EXECUTION
After accurately checking the condition of the shafts and bearings, proceed with assembly as 
described below.

1- ASSEMBLY AND INSERTION OF SHAFTS, FEET ASSEMBLY, FITTING OF GEAR AND 
BEARING COVERS: 
Perform steps 1, 2, 3 and 4 as described in the previous heading 14.1.

2- ASSEMBLY OF THE MECHANICAL SEALS AND PUMP CASING: 
Insert the fixing grub screws (12.5) of the mechanical seal on the drive shaft (42) and driven 
shaft (11). 
Insert the external rotating parts of the mechanical seals (12.4), bringing them to the end 
of their stroke on the shafts and fixing them tangentially to the grub screws inserted in the 
previous point; 
Insert the fixed parts of the seals (12.2) in the rear part of the pump casing (3), securing them 
in place with the 6 screws (12.3). 
Fit the unit assembled in the previous step on the bearings housing (4), centring it with the 
relative pins (21) and tightening the screws with relative washers (18).

3- ROTOR INSERTION AND SYNCHRONIZATION, SUCTION CHAMBER AND PORT 
ASSEMBLY, PUMP CLOSURE: 
Perform steps 6, 7, 8 and 9 as described in the previous heading 14.1.

For further technical details on the assembly and disassembly of the several components of the 
pump, please contact the C.S.F. customer care service.
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15.0 - SPARE PARTS

15.1 -  REFERENCE TABLE OF MAIN PARTS SUBJECT TO REPLACEMENT

15.2 -  RECOMMENDED SUPPLY

C.S.F. Inox declines all responsibility for damage or injury resulting from the use of non-original 
spare parts.

Pump size

Detail TS 65 TS 80 TS 100

Mechanical seals BCU/BFU BCU/BFU-056 BCU/BFU-080

Rotor chamber gaskets LIP-HFI-136 LIP-HFI-185 LIP-HFI-259

Nut gaskets LIP-HFO-044 LIP-HFO-052 LIP-HFO-067

Front seal rings AS 45x62x8 AS 65x85x10 AS 85x110x12

Rear seal ring AS 22x40x7 AS 35x55x10 AS 50x65x8

RECOMMENDED SPARE PARTS FOR TWO YEARS OF OPERATION
FOR THE QUANTITY OF PUMPS INSTALLED IN ACCORDANCE WITH VDMA STANDARD

Denomination

NUMBER OF PUMPS
(including reserve)

1 2 3 4 5

Mechanical seal 2 4 6 8 8

Casing and suction 
chamber gasket 4 6 10 12 14

Locking nut gasket 4 6 10 12 14

Radial seal rings 2 4 6 8 8
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16.0 - ROUTINE MAINTENANCE
The following paragraphs contain the indications regarding the routine maintenance operations of 
the twin-screw pumps. For any further information, please contact C.S.F. via the contact details in the 
end of this manual.

16.1 -  MAINTENANCE WARNINGS 
Perform specified adjustment, maintenance and inspection work on time. 
Inform operating personnel before starting the maintenance and repair work.
Protect all plant parts and operating media connected before and after the machine such as 
compressed air and hydraulics and similar against unintentional start-up.
In all maintenance, inspection and repair work switch the machine free of voltage and secure the 
main switch against unexpected switching back on.
Fasten and secure larger assemblies on replacement carefully to lifting gear. Check loosened 
screw connections for firm seating. Use only original spare parts.
After ending the maintenance work, check the safety devices for function.

16.2 -  PUMP MONITORING

Injury hazard due to contact with moving parts: 
Do not touch the pump during operation. 
Do not operate on the pump during operation.

If needed, let the pump cool down before operating on it.

Injury and poisoning hazard due to hazardous fluids: 
Wear the personal protective equipment.

To ensure the proper operation of the pump, please check the following features regularly:
- Bearings temperature
- Maintenance of regular operating conditions
- Coupling alignment and status of the connection of the elastic components providing the 

connection between the pump and motor
- Auxiliary systems conditions
- Status of the seals and conditions of the flushing system
- Lubricant oil level

It is also necessary to ensure, the compliance with the following requirements, in order to 
guarantee the correct operation of the machine:
- Avoid dry running
- Avoid cavitation
- Open suction valves
- Open outlet valves
- The filters in the system must be free and clean
- The supply pressure must be enough to ensure the correct operating of the system
- No vibrations or unusual noises while the pump is operating
- No leaks on the seals and gaskets
- Clean the outer surfaces of the pump regularly.
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16.3 -  WEAR PARTS
The following components have a limited duration and, therefore, are excluded from the warranty:
- Mechanical seals
- Gaskets
- Radial seal rings

Namely, the listed components must be replaced in the following cases:
- If deformed in terms of shape or surface
- After 500 CIP
- After 6000 hours
- After 2 years

In the case of EPDM seals, do not allow these elements to come into contact with lubricant 
fluids.

16.4 -  BEARINGS MAINTENANCE
Operations on the bearings of TS pumps can ONLY be performed by authorized CSF Inox 
personnel, therefore please communicate the need for maintenance operations.

16.5 -  REPAIRS
If repairs are needed, please fill the “Decontamination declaration” form enclosed with this manual 
and attach it to the pump, sending the pump and the form to the address stated in the form itself.
Contact C.S.F. for further information.

16.6 -  MAINTENANCE TABLE

Component Staff Operations Intervention timetable

Flushing/quenching 
and seal system

Qualified technician Check the correct operation 
of the flushing/quenching 
system

Hourly during start-up, 
then weekly

Replace the quenching fluid Every 3 months

Leaks checking Weekly

Coupling with the drive Qualified technician Check the alignment and 
the coupling status

Weekly

Rear gear casing Qualified technician Check the oil level;
Top up as required

Weekly

Replace the oil After the first 250 hours, 
then after 3 months

Continuous service: every 
8000 hours

Intermittent service: every 
2000/6 months

Radial seal rings Qualified technician Leaks checking Weekly
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17.0 - LUBRICATION
The image A highlights:
- Points 1 and 2, where to pour the lubricant;
- The oil draining plug 3
- The level indicator of the lubricant inside the pump, located at the side 
of the gear casing (OIL LEVEL). The pump must be filled up to half of 
the level indicator plug.

For handling fluids with a temperature over 90°C and/or with a rotation 
speed which constantly exceeds 2000 rpm, the use of an FDA lubricant 
with viscosity ISO VS 150 is recommended.

Filling volumes:
TS 65    approx. 0.40 litre
TS80     approx. 0.60 litre
TS100   approx. 1.40 litre

Fig. A

C.S.F. Inox recommends KLÜBEROIL H1 oil for the first filling or oil with ISO 100 viscosity grade and 
temperature field between -10°C and 60°C.

Disposal:
Send exhausted oils or greases to companies specialized in their treatment (refer to heading 19.0 on 
page 43)

18.0 - CLEANING PROCEDURE

The user shall choose the most suitable washing cycle and fluids to meet his needs. 
C.S.F. Inox declines all responsibility concerning the use of unsuitable and/or harmful fluids.

During cleaning process, the surfaces of the pump can reach high temperatures. 
Pay attention!

1) Prerinse with cold water (15-25°C) for 10-15 minutes to remove any residue.
2) Warm prerinse with water at 45-60°C for 10 minutes.
3) Rinse with alkaline solution at 70-95°C for 20-30 minutes.
4) Intermediate rinse with water (warm or cold) up to 60°C for 5-10 minutes.
5) Rinse with acid solution like nitric acid for 10 – 15 minutes at ambient temperature.
6) Final rinse with cold water for 10-15 minutes or until any traces of cleaning agent have been 
removed.

During the CIP process there are thermal expansion: take care that there are not rapid 
temperature variations.

Control the concentrations and temperature of chemical agents during the CIP.

Chemical agents at high temperature can cause potential health risk: respect the safety 
regulation and use protection devices.

Store the cleaning agents in compliance with the safety regulations.

During sterilization process, the surfaces of the pump can reach high temperatures. 
Pay attention!
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If requested, a sterilization can be carried out by means of hot water or steam; the pump must 
be stopped during the sterilization process with steam. 
See the admissible temperature for sterilization depending on gasket compound. 
Any sterilization process must be previously approved by C.S.F.

18.1 -  CLEANING FLUIDS

The fluids and procedures reported in this paragraph may cause SEVERE damage to 
persons or objects.

Please bear in mind that the manager of the production process is responsible for 
the suitable washing procedure.

The cleaning of stainless steel pumps depends on the process liquid.

C.S.F. Inox recommends a fluid velocity between 1,5-3 m/s, with rinsing water and chemical agent 
like alkaline detergent and acid.
Chemicals like hypochlorite and chlorine must be avoided because stainless steel could be 
damaged by corrosion.

Alkaline detergents:
A sodium hydroxide/water solution may be used at a concentration of 1-3% and at a temperature 
of 70-90°C; a surfactant may be added to reduce the amount of foam created.

Acid solution:
It is used to neutralize alkaline residual and for the passivation of the stainless steel surface; a 
solution of nitric acid at 1-2,5% could be used at ambient temperature up to 45°C.
Other acid solution could be: citric acid and water (0,5-3% at 70°C) and phosphoric acid at 0,5% 
with a temperature up to 45°C (with inhibitor of corrosion).

FLUID TEMPERATURE
Fluid temperature variations may irreversibly damage the components of the pump. This may 
happen in case of two products at different temperature, as when washing the system, when 
the pump stops processing the process fluid and passes to the detergents, which can be at a 
considerably higher temperature.
In a situation of this kind, it is a good idea to stop the pump and observe the wait times before 
starting it up again (see table below).

18.2 -  CIP / SIP
The twin-screw pump can perform Cleaning/Sterilizing in Place launch.
If one wishes to use the pump for processing and for washing and sterilization purposes, it is 
necessary to notify CSF during the selection phase, in order to receive a machine suitable for the 
performance requested and for the processed fluids.
Below are the procedures to follow in order to protect the pump from temperature variations when 
starting the cleaning cycles.

Temperature difference [°C] Waiting time [s]

20 100
60 200
80 300
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If requested, a sterilization can be carried out by means of hot water or steam; the pump must 
be stopped during the sterilization process with steam. 
See the admissible temperature for sterilization depending on gasket compound. 
Any sterilization process must be previously approved by C.S.F.

18.1 -  CLEANING FLUIDS

The fluids and procedures reported in this paragraph may cause SEVERE damage to 
persons or objects.

Please bear in mind that the manager of the production process is responsible for 
the suitable washing procedure.

The cleaning of stainless steel pumps depends on the process liquid.

C.S.F. Inox recommends a fluid velocity between 1,5-3 m/s, with rinsing water and chemical agent 
like alkaline detergent and acid.
Chemicals like hypochlorite and chlorine must be avoided because stainless steel could be 
damaged by corrosion.

Alkaline detergents:
A sodium hydroxide/water solution may be used at a concentration of 1-3% and at a temperature 
of 70-90°C; a surfactant may be added to reduce the amount of foam created.

Acid solution:
It is used to neutralize alkaline residual and for the passivation of the stainless steel surface; a 
solution of nitric acid at 1-2,5% could be used at ambient temperature up to 45°C.
Other acid solution could be: citric acid and water (0,5-3% at 70°C) and phosphoric acid at 0,5% 
with a temperature up to 45°C (with inhibitor of corrosion).

FLUID TEMPERATURE
Fluid temperature variations may irreversibly damage the components of the pump. This may 
happen in case of two products at different temperature, as when washing the system, when 
the pump stops processing the process fluid and passes to the detergents, which can be at a 
considerably higher temperature.
In a situation of this kind, it is a good idea to stop the pump and observe the wait times before 
starting it up again (see table below).

18.2 -  CIP / SIP
The twin-screw pump can perform Cleaning/Sterilizing in Place launch.
If one wishes to use the pump for processing and for washing and sterilization purposes, it is 
necessary to notify CSF during the selection phase, in order to receive a machine suitable for the 
performance requested and for the processed fluids.
Below are the procedures to follow in order to protect the pump from temperature variations when 
starting the cleaning cycles.

Temperature difference [°C] Waiting time [s]

20 100
60 200
80 300

18.3 -  DOUBLE FLUSHED SEAL 
If the pump is equipped with flushed double mechanical seal, ensure that the flushing system is in 
operation and that the pump is stopped, then start the cleaning fluid on the system.
Based on the temperature difference between the processing fluid and the CIP, refer to the table 
in paragraph 18.1 for the waiting times that must be complied with before starting the pump for 
the washing cycle.

18.4 -  INTERNAL SINGLE SEAL
If the pump is equipped with single seal, start the cleaning fluid in the system.
Based on the temperature difference between the processing fluid and the CIP, refer to the table 
in paragraph 18.1 for the waiting times that must be complied with before starting the pump for 
the washing cycle.
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DECLARATION OF DECONTAMINATION

In observance of the legal provisions in force and to protect the health and safety of our personnel, you 
must fill in, sign and return this declaration to us before we can processyour order. Please make sure that 
the same declaration is attached to the outside of the packaging.

Shipping address:
C.S.F INOX S.p.a.
Strada per Bibbiano, 7
42027 Montecchio E. (RE), Italy

For information contact:

*Mandatory fields

*	Pump: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _*Serial Number: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
	 Commissioning date: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
_ 
*	Field of application: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ __ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
	 Fluid handled: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 

Process data: Temperature: _ _ _ _ _ _ _ _ _ _ _ [°C] Pressure: _ _ _ _ _ _ _ _ _ _ _ _ _ [bar]

Flow rate:_ _ _ _ _ _ _ _ _ _ _ _ _ 
[m3/h] 

Viscosity:_ _ _ _ _ _ _ _ _ __ _ _ [mm2/s]

* Product and warnings: 
Product/ 

concentration Flammable Toxic Corrosive Hazardous/
irritant Other** Harmless

Processing product □ □ □ □ □ □
Cleaning product □ □ □ □ □ □
Parts cleaned by □ □ □ □ □ □

** Explosive; oxidant; harmful for the environment; biological risk; radioactive.
Please mark the appropriate warning, include the material safety data sheet and, if necessary, any 
further specific warnings.

* Reason for returningitem/s:
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

* □ Particular safety precautions for further handling are not required
* □ The following precautions are required in the case of cleaning liquids, fluid residues and disposal:
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

Company details:
Company: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ Phone no.: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
Contact: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ Fax: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
Address: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ Email: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
Your order number:_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

‘ We hereby certify that this form has been filled in to the best of our knowledge and in accordance 
with the legal provisions in force. Furthermore, we certify that the parts have been carefully clea-
ned and to the best of our knowledge are free from residues in quantities which could be deemed 
harmful. ʼ

Place, date ……………………………………………………

Name, department …………………………………………………..				  
	 Signature
	 …………………………………………………
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19.0 - WASTE DISPOSAL AND DECOMMISSIONING

The pump, complete with electrical drive system, is a plant component which must 
be disposed of in accordance with regulations governing the disposal of waste 
derived from professional electrical and electronic equipment.

Neither the pump nor any of its parts may be disposed of with household waste.

19.1 -  PACKAGING MATERIALS
The packaging material consists of wooden or cardboard boxes, polyethylene shrink-wrap covers 
and polyurethane foam, galvanized steel screws, polyester belts.
Wooden or cardboard boxes and screws can be recycled or sent to authorized waste disposal 
facilities.
The remaining packaging materials must be sent to authorized waste disposal facilities.

19.2 -  WASTE RESULTING FROM MAINTENANCE OPERATIONS
All materials replaced during maintenance operations must be disposed of in compliance with 
current regulations and sent to an authorized waste disposal facility.
Consult the pump's bill of materials, supplied with this manual, to identify the materials used to 
make the replacing components.
All replaced metal parts must be sent to metal recycling centres; plastic or elastomeric parts and 
spent lubricants must be disposed of at authorized waste disposal facilities.

19.3 -  DISPOSAL OF THE  PUMP
For disposing the pump please observe the following instructions:
- Disconnect electrical and hydraulic connections according to technical rules and laws in force.
- Disassemble all components of the pump for separate dismantling; wash the components and 

clean the structure accurately.

The main components of the pump are made from the following materials:
- Body, casing, rotor, impeller nut: AISI 316L stainless steel; shaft: Duplex, type 1.4462 
- Elastomers: NBR-EPDM-FKM-FFKM
- Support and external parts: AISI 304
- Other components: mechanical seals in composite materials, stainless steel and elastomers, 

ball/roller bearings.
- Motor: Aluminium - Cast Iron - Copper (consult the manual supplied by the manufacturer)
- Drive/Gearbox: Cast iron, steel, aluminium (if installed, consult the manual supplied by the 

manufacturer) 
- Spend oils and greases

For further details, consult the pump's bill of materials, supplied with this manual, to identify the 
materials used to make the various components.

There are no components containing asbestos, cadmium or lead, PBB or PBDE.

The pump components must be disposed of by the user in observance of the relative laws 
in force in the country of use.
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All indications, data and figures (in any form) shown in this 
publication are indicative and not binding. C.S.F. INOX 
does not assume any guarantee or obligation for the use 
of this document nor for the information contained herein. 
In particular, it does not guarantee against omissions or 
errors in the data and drawings provided. Please note that 
the technical data, information and images provided in 
this document are of a purely indicative and approximate 
nature. C.S.F. INOX reserves the right, at any time and 
without prior notice, to modify the data, drawings and 
information provided in this document.

TECHNICAL SERVICE
0522  869832
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